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C-BAND PLL
9 LTD. 3000 HIGH STABILITY

NT-3000

FREQUENCY BANDS AVAILABLE

N *® -

9 [ NDFE‘-E_t Ingei 34 - 42 GHg

O Freay 545 Gz

Statiry +1-3 kHE
Input frequency (GHz) 340 to4.20 3420 o L]
C-Band LNB | rere =& “
L.O. frequency {GHz) 515 A a
Output frequency (MHz) 950 to 1780 .

TYPICAL SPECIFICATIONS

Moise temperatura 20K to 30K Conversion gain 62 dB
depending on model number Output P4dBE 9 d8m
L.O. stability +2kHz .m £25kHz Power requirements +12 to +24 'V supplied through
(over temperature excl offset) depending on model number center conductor of IF cable
Phase noise -80 dBo/Hz at 1kHz \
c td 250 mA
(S5E) -85 dBc/Hz at 10kHz Hrrent e "
-85 dBc/Hz at 100kHz Input Waveguide CPR229G
Input VSWR 221 Dimensions 144 (L) = 70 (W) 2 98 (H) mm
(5.Tx2.8x3.9in)
Output VEWR 22:1 '
Weight S00g/1T 6oz
Temperature Range -40°C to +50°C
Relative Humidity 0 - 100% condensing
L cownecTor F-750hm — L ® =5 2 '
M - 50 Ohm
NOISE 20-20K | ' = I°
TEMPERATURE 25-25K b o
30 - 30K ] | & ; }
PART & L.0. STABILITY BN
34X 0.4 ppm - £2 kHz
JEXX 0.6 ppm - +3 kHz 2 o i B B
BN 0.8 ppm - 24 kHz | ; : ——L 7 T |
KK 1.0 pprm - 5 kHz =
I2KX 2.0 ppm - £10 kHz ] |
3I5XX 5.0 ppm - £25 kHz = = w :
LMNE SERIES #
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